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Located in the SW 1/4 of Existing Conditions Survey for: 	Sec. 33, Twp. 117, Rqe, 21  

JMS CUSTOM HOMES, LLC  CALL FOR INSPECTIONS IQ 952 826 0372 
with PERMIT NUMBER and ADDRESS 

House Address: 
5108-59th Street West, Edina, MN  Sift Fence and Construction Entrance 
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Top Nut Hydrant located at 
the northwest quadrant of the 
intersection of 59th Street W. 
and Tingdale Avenue. 
Elevation = 930.95 (NGVD 29) 
(Per the City of Edina) 
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(22 Tc---  Conditions of Demolition/Moving 
4' construction fencing shall enclose existing basement perimeter and 
excavations with slopes steeper than 1:1. Attach fencing to minimum 
5' posts buried l' and spaced at a maximum 10' on center. 

Enclose stockpiled soils with properly installed silt fencing. 
Property must be restored within thirty (30) days of building 
demolition/move - utilities abandoned at the property line with a 
permit, foundation demolished with a separate permit, debris 
removed, demolition excavation filled to match adjacent grade and 
seed or sod placed and maintained at disturbed areas OR a permit 
must be issued for a new structure within thirty (30) days of the 
building demolition/move. 
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Any sediment that reaches the existing street 
or adjacent property shall be removed 
immediately and measures shall be taken to 
prevent further sedimentation offsite. 
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